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COAT WIRE APPLICATION;

Underloor Ducting systems, in case the screed thickness is small,

before pouring the screed " Rabitz wire" (thin grid wire) should be

applied. In this application a thin cement mortar layer has to be

poured upon the duct and then Rabitz grid shold be laid, then

another cement mortar layer should be poured on the Rabitz grid,

finally the regular screed should be poured, after that the

application is complete.

Installation Instructions / Coat Wire Application

Pull a rope suitable to the system

Cut the resin according to the channel width

Yield the resin for the duct insertion

Install the duct into the inlet of the junction box

Completing the connection

Attachment of the Ducts

Attach the supplementary components to the
tab of the duct

Install the other duct to the supplementary
component

Perform level adjustment of the junction box
at the gauge

Perform level adjustment of the attachment at
the gauge

Apply smoothing alum

1- Pull the rope according to duct layout and alum heights described in the project.

2- Begin installation first from the junction boxes.

3- If construction conditions are suitable, smoothing alum should be applied

onto the mat concrete

4- After that, perform installation of Sub Channels and Junction Boxes with water gauge.

5- If smoothing alum is not applied, ensure that the upper point of the

junction box, channels and outlet windows are at the same level.

6- Initially fix the system to the ground from specific points.

7- Install the transparent plastic protective covers of the junction boxes.

8- While applying alum, ensure that the system installer electricity technician is present.

9- Install the output boxes after the ground covering has been completed.




